Radek Mendlik (eshop.pocitacerm.cz)
info@pocitacerm.cz
+420 777 565 631

PATCH PANEL XTENDLAN XL-PP19-24C5ESD-LED

Cena celkem:

BéZné cena:
USetfite:
Kéd zbozi:
Part No.:
Zaruka:
Stav:

17.05.24 23:36:16

1319 K¢

(bez DPH: 1 090 K¢)
1451 K¢

132 K¢

NETXTE5938
XL-PP19-24C5ESD-LED
26 més.

Nové zbozi

Popis

XtendLan XL-PP19-24C5ESD-LED

Stinény patchpanel kategorie Cat.5e s moznosti vyhledavani trasy.

K patchpanelu dostanete vysila¢, ktery pripojite do zasuvky napr. v kancelari a v serverovné na tomto patchpanelu

jednoduse identifikujete pozici trasy na patchpanelu. Na patchpanelu se rozsviti zelena LED.

Dal$i moznost je identifikovat volné trasy (bez pfipojeného zafizeni). V serverovné pfipojite vysila¢ signalu do patchpanelu a
pokud je na konci trasy aktivni prvek, rozsviti se na patchpanelu ¢ervena LED.

LED indikace neznazornuje provoz!
ZAKLADNI SPECIFIKACE
Vlastnosti:

e normy ISO/IEC 11801 a EN50173
e zérezové pole LSA+
® kovova vyvazovaci lista

Podet porti: 24
Vyska: 1U
Provedeni racku: 19"
Stinéni: piné stinény

Barva: Cerna



%u Transmitter for LED Patch Panel

v

UTP or STP LED patch panel Testing Instruction

through
OUTLET

router :.:}r switcher UTP or STP LED patch panel Transmitter

LED Red light on: Both outlet and network equipment(router or switcher) connect
to the LED patch panel .

through
OUTLET

Transmitter

router or switcher UTP or STP LED patch panel

a LED Green light on : Only outlet connect to the LED pach panel.

router or switcher UTP or STP LED patch panel Transmitter

a LED light off : No connction between outlet and LED patch panel.

NOTE : The LED patch shoule use together with the transmitter, or the LED light can not
indicate the connection status.



